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  PROTECTING	
  OUR	
  WATER:	
  
Holley’s	
  Cross	
  Connection	
  Control	
  Program	
  
INTRODUCTION:	
  
To	
   protect	
   Holley’s	
   drinking	
   water	
   supply	
   systems	
   from	
   contamination	
   through	
   out	
   the	
  
Village,	
  Holley	
  must	
  ensure	
  all	
  relevant	
  State	
  and	
  federal	
  standards	
  are	
  met.	
  The	
  State	
  and	
  
Orleans	
  County	
  Health	
  Department	
  have	
  asked	
  us	
   to	
   comply	
  with	
   the	
  NYS	
  Department	
  of	
  
Health	
  drinking	
  water	
  laws	
  on	
  backflow	
  prevention.	
  This	
  notice	
  is	
  being	
  sent	
  to	
  because	
  you	
  
may	
  be	
  required	
  to	
  have	
  this	
  installed	
  at	
  your	
  premise	
  or	
  if	
  you	
  have	
  already	
  complied	
  with	
  
this	
  requirement	
  you	
  must	
  show	
  proof	
  of	
  compliance	
  yearly	
  by	
  a	
  New	
  York	
  State	
  Certified	
  
Backflow	
  Prevention	
  Device	
  Tester.	
  Copies	
  of	
  the	
  test	
  must	
  be	
  sent	
  to	
  the	
  Village	
  of	
  Holley	
  
Water	
  Department	
  and	
  the	
  Orleans	
  County	
  Health	
  Department.	
  The	
  form	
  for	
  Installation	
  or	
  
testing	
  can	
  be	
  obtained	
  at	
  the	
  Village	
  Hall	
  located	
  at	
  72	
  Public	
  Square	
  or	
  on	
  line	
  at:	
  	
  

Application	
  for	
  Testing	
  Form	
  PDF;	
  
	
  
http://www.health.state.ny.us/environmental/water/drinking/cross/doh1013.pdf	
  
	
  
	
  
Application	
  for	
  Installing	
  Form	
  PDF:	
  
	
  
http://www.health.state.ny.us/environmental/water/drinking/cross/doh347.pdf	
  	
  
	
  
	
  

Orleans	
   County	
  Health	
   Department	
  will	
  work	
   to	
   assist	
   an	
   approve	
   your	
   in	
   installation	
   in	
  
order	
   to	
  prevent	
  contamination	
  before	
   it	
  occurs	
  by	
  ensuring	
   that	
   local	
  businesses	
  comply	
  
with	
  all	
  relevant	
  City	
  and	
  State	
  codes.	
  A	
  key	
  component	
  of	
  this	
  enforcement	
  and	
  inspection	
  
initiative	
  is	
  Cross	
  Connection	
  Control	
  Program,	
  which	
  requires	
  certain	
  businesses	
  to	
  install	
  
and	
  operate	
   approved	
  backflow	
  prevention	
  devices	
   and	
   enforces	
  Part	
   5	
   Section	
  5-­‐1.31	
   of	
  
the	
  State	
  Sanitary	
  Code.	
  	
  

	
  

	
  

WHAT	
  IS	
  A	
  BACKFLOW	
  PREVENTION	
  DEVICE?	
  
Backflow	
   devices	
   prevent	
   contaminated	
   water	
   or	
   chemicals	
   from	
   flowing	
   back	
   into	
   the	
  
drinking	
  water	
   supply	
   if	
   there	
   is	
   a	
   sudden	
   or	
   unexpected	
   change	
   in	
   water	
   pressure.	
   If	
   a	
  
property	
  requires	
  a	
  backflow	
  prevention	
  device,	
  they	
  must	
  be	
  installed	
  on	
  all	
  water	
  service	
  
lines	
   to	
   the	
  property.	
  A	
  Professional	
  Engineer	
   (PE),	
  Registered	
  Architect	
   (RA)	
  or	
  Licensed	
  
Master	
  Plumber	
  (LMP)	
  can	
  identify	
  appropriate	
  backflow	
  prevention	
  devices.	
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WHAT	
  PROPERTY	
  TYPES	
  MUST	
  INSTALL	
  BACKFLOW	
  PREVENTION	
  DEVICES?	
  
Unless	
   they	
   receive	
   a	
   specific	
   exemption	
   from	
   Holley	
   Water	
   Department	
   and	
   Orleans	
  
County	
  Health	
  Department,	
  the	
  following	
  types	
  of	
  businesses	
  are	
  required	
  to	
  use	
  backflow	
  
preventers:	
  

•	
  Metal	
  Plating	
  Operations	
  
•	
  Photo-­‐Processing	
  Facilities	
  
•	
  Laundries	
  and	
  Dry	
  Cleaners	
  	
  
•	
  Commercial	
  Car	
  Washes	
  	
  
•	
  Greenhouses	
  	
  
•	
  Hospitals,	
  Clinics	
  and	
  Laboratories	
  (Including	
  Veterinary	
  Hospitals)	
  
•	
  Medical	
  and	
  Dental	
  Offices	
  
•	
  Funeral	
  Parlors	
  
•	
  Food	
  Processing	
  Plants,	
  and	
  Meat	
  or	
  Fish	
  Packers	
  	
  
•	
  Dye	
  Plants	
  	
  
•	
  Paper	
  Processors	
  	
  
•	
  Auto	
  Repair	
  Shops	
  	
  
•	
  Breweries	
  	
  
•	
  Tanneries	
  	
  
•	
  Exterminators	
  	
  
•	
  Large	
  Residential	
  Dwellings	
  with	
  Treated	
  Water	
  Boilers	
  
•	
  Sewage	
  Treatment	
  Plants	
  or	
  Handling	
  Facilities	
  
•	
  Premises	
  with	
  Multiple	
  Water	
  Service	
  Lines	
  	
  
•	
  Premises	
  with	
  Roof	
  Tanks	
  and	
  Elevated	
  Storage	
  Lines	
  	
  
•	
  Canneries	
  	
  
•	
  Shipyards	
  and	
  Marinas	
  
•	
  Schools	
  and	
  Colleges	
  
•	
  Food	
  Processing	
  Facilities	
  
•	
  Nursing	
  Homes	
  
•	
  Barber	
  Shops	
  and	
  Beauty	
  Salons	
  
•	
  Properties	
  with	
  In-­‐Ground	
  Irrigation	
  Sprinklers	
  	
  
	
  
If	
  your	
  property	
  or	
  business	
  type	
  is	
  not	
  included	
  in	
  the	
  above	
  list	
  and	
  you	
  have	
  a	
  specific	
  
question	
  about	
  your	
  legal	
  requirements,	
  please	
  contact	
  us	
  or	
  the	
  Orleans	
  County	
  Health	
  
department	
   for	
   assistance.	
   Or	
   go	
   on	
   line	
   to	
   the	
   NY	
   State	
   Health	
   Department	
   .at	
  
http://www.health.state.ny.us/	
   Information	
   for	
   a	
   Healthy	
   New	
   York	
   Cross-­‐
Connection	
  Control	
  Program	
  

HOW	
  DO	
  I	
  COMPLY	
  WITH	
  THE	
  LAW?	
  
1.	
  First,	
  you	
  must	
  hire	
  a	
  Professional	
  Engineer	
  (PE)	
  to	
  prepare	
  a	
  backflow	
  prevention	
  
plans	
  for	
  your	
  property.	
  These	
  must	
  be	
  submitted	
  with	
  a	
  New	
  York	
  state	
  Application	
  
for	
  Approval	
  of	
  Backflow	
  Prevention	
  Devices	
  Cross	
  Connection	
  Control	
  Unit	
  for	
  
approval.	
  If	
  approved,	
  the	
  County	
  Health	
  department	
  will	
  notify	
  you	
  via	
  mail	
  and	
  return	
  
a	
  copy	
  of	
  the	
  plans.	
  	
  

2.	
  The	
  backflow	
  prevention	
  device	
  must	
  then	
  be	
  installed	
  by	
  a	
  Qualified	
  or	
  Master	
  Plumber	
  
in	
  accordance	
  with	
  the	
  approved	
  plans.	
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3.	
  Once	
  installed,	
  the	
  device	
  must	
  be	
  tested	
  by	
  a	
  New	
  York	
  State	
  Certified	
  Backflow	
  
Prevention	
  Device	
  Tester.	
  For	
  a	
  list	
  of	
  State	
  Certified	
  Testers,	
  contact	
  the	
  State	
  
Department	
  of	
  Health.	
  	
  (See	
  attached	
  list	
  of	
  testers	
  on	
  page	
  3.)	
  

Certified Backflow Testers - Orleans 
County 
In New York State, individuals who test backflow prevention devices for the purpose of 
protecting the public water supply are required to hold a valid certification issued pursuant to 10 
NYCRR Section 5-1.31. Below is a current list of New York State certified backflow prevention 
device testers. For more information on contacting any of these individuals, please contact your 
County Health Department or State District Office, or go to: 
http://www.health.state.ny.us/environmental/water/drinking/cross/backflow_testers/index.htm  

for the entire list of  Certified Backflow testers.. 

• View the list of counties. 
• View all certified backflow testers 
• This is just a partial list below for an example 

City Name Certification Number Expiration 
Albion Aric K. Albright 8115 1/31/2015 
Albion Chad Wright 9312 9/30/2014 
Albion Dale Pearce 10070 6/30/2016 
Albion Delbert Bowman 9085 5/31/2014 
Albion Kevin M. Hazel 8064 11/30/2014 
Holley Jeremy M. Bovenzi 8057 11/30/2014 
Holley Richard H. Moy, Jr. 1053 7/31/2016 
Lyndonville Thomas Fraser 9385 11/30/2014 
Medina Ronald D. Houseman 8241 5/31/2015 
Rochester James DeYager II 9038 3/31/2014 
Rochester Jason A. Dingman 6473 5/31/2016 
Rochester Justin C. Waliszewski 7979 10/31/2014 

	
  
4.	
  Once	
  testing	
  is	
  completed,	
  a	
  test	
  report	
  must	
  be	
  filed	
  immediately	
  with	
  the	
  Village	
  of	
  
Holley	
  and	
  The	
  Orleans	
  County	
  Health	
  Department	
  (within	
  30	
  days	
  of	
  device	
  installation).	
  
In	
  the	
  event	
  of	
  an	
  improper	
  installation,	
  you	
  will	
  be	
  notified.	
  The	
  device	
  will	
  need	
  to	
  be	
  fixed	
  
and	
  then	
  resubmitted	
  for	
  inspection	
  and	
  certification.	
  
5.	
  Your	
  backflow	
  prevention	
  device	
  must	
  be	
  properly	
  maintained,	
  and	
  will	
  be	
  subject	
  to	
  
annual	
  testing	
  and	
  inspection	
  by	
  a	
  certified	
  tester.	
  	
  
If	
  you	
  believe	
  your	
  property	
  is	
  exempt	
  from	
  backflow	
  prevention	
  requirements,	
  you	
  must	
  hire	
  
a	
  PE	
  to	
  submit	
  a	
  formal	
  exemption	
  request.	
  	
  

All	
   relevant	
  application,	
   test	
   reporting	
  and	
  exemption	
   forms	
  are	
  available	
  online	
   from	
  the	
  
New	
   York	
   State	
   Health	
   Department,	
   Orleans	
   County	
   Health	
   Department	
   or	
   the	
   Village	
   of	
  
Holley	
  Water	
  Department	
  at	
  72	
  Public	
  Square.	
  	
  
Thank	
  you	
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Holley	
  Water	
  Department	
  	
  	
  	
  	
  	
  	
  638-­‐6587	
  
	
  
	
  
Attached	
  list	
  of	
  forms	
  and	
  instructions	
  our	
  available	
  on	
  line	
  at:	
  

http://www.health.state.ny.us/ 

Information for a Healthy New York 

Cross-Connection Control Program 
• Backflow Prevention Applications and Guidelines  

o Application for Approval of Backflow Prevention Devices (PDF, 11KB) 
o Application for Certification of Backflow Prevention Device Tester (PDF, 

14KB)  
! Instructions for Application for Certification of Backflow 

Prevention Device Tester 
o Approved Backflow Prevention Assemblies (PDF, 131KB, 11pg.) - 

Technical Reference - Item Number: PWS 14  
! Guidelines for Designing Backflow Prevention Assembly 

Installations - Supplement to the 1981 Cross-Connection Control 
Manual, January 1992 

• Cross-Connection Control Guidelines  
o Cross-Connection Control Policy for Single or Dual Family Residential 

Customers - Technical Reference - Item Number: PWS 12 
o Chapter 1 State Sanitary Code - Part 5 - Drinking Water Supplies - 5-1.31 

Cross-Connection Control 

• List of New York State Certified Backflow Testers 
• NYSDOH Approved Backflow Prevention Device Tester Certification Courses 
• Form: Report on Test and Maintenance of Backflow Prevention Device (PDF, 

22KB) 

Contact	
  	
  hollelecw@hotmail.com	
  for	
  an	
  electronic	
  link	
  of	
  this	
  page	
  if	
  you	
  have	
  any	
  
difficulties	
  finding	
  these	
  forms.	
  


